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Visual Pipeline Inspection System Technical Specification

[ InsertionTube |l SideView Reflector Adapter Specification |
Cable Length 3m (9.84ft) ‘ 30m View Angle
Standard (Max) 90° 120°
Outer diameter sy YY Outer Diameter U M mm

Cable type Hard or Flex (Default Flex) Operating Environment |

Tube Exterior Flexible polyolefin resin coat Insertion tube temp -10 ~ 40°C (14 ~ 104°F)

N | system operating temp -10 ~ 40°C (14 ~ 104°F)

Direction of view

Forward.
Can be changed to side-view by using
side-view reflector adapter.

Depth of field

10mm - infinity

lllumination 5 x High intensity white LED
Camera

CCD Y% in CMOS

Pixels 811 (H) x 508 (V)

Active pixels 768 (H) x 494 (V)

Pixel size 7.86e mH) x 6.25¢ m(V)
Camera size 3.6mm (H) x 2.7mm (V)
Resolution 525 (H) x 480 (V)

Gain AGC 0 - +24 dB AGC

Normal shutter

Signal system

Body Specification

AEC 1/60 seconds to 1/15,000 seconds

NTSC composite output (15.734
kHz/59.94Hz)

Internal
synchronization

Yes

Video output

NTSC wired output LVp-p, T p M
unbalanced

Video S/N ratio

45 dB

Power supply

DC 3V (C battery x 2) or Power Adapter

Battery Operating
time

Up to 10 hours

Weight

738 g (1.6 Ib.) w/o batteries

Field of view 63° ‘ 49° Relative humidity 90 % max
Horizontal Vertical Water proofing Insertion tube
Lens: F 2.9mm PC Software
F No. F3.6 Operating System Windows® XP, Vista or

Windows 7

Still imageformat storage

Bitmap uncompressed ¢ 900
KB typical file size

JPEG High Quality ¢ 200 KB
typical file size

Video recording

MPEG2 high quality setting;
Estimate 30 minutes recording
w/1 GB hard disk space

Inspection software

File management, searching,
thumbnail view

Report editing Easy to use template creation
function; Specialized standard
template for weld inspection
industry

Bus USB 2.0

Inspect
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Capture
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Insertion Tube and Body System

High-speed MPEG2Video Module

Compatible with
"

.
a Windows*7

LED Illumination Brightness

Side-View Reflector Adapter

— - ;

e

90° 120°
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Visual Pipeline Inspection System Software Features

Real-time Video Recording and Shapshot

1 Project-Based Case Management  The VPI-380 model package with a robust, yet

. ease to use PC-based inspection software for
Content View, Search & Index inspector and off-site officer. Featuring real-

)l
1 Inspected Object CaseAnnotation  time video recording, still-image snapshot and
q image file management, the software enable

Video Sharpness, Brightness & inspector to capture all valuable information.

Contrast Control

=

MPEG2 Video Quality The inspection software provide project-based

1 Video PauseWhen Recordng manager_nent structu_re, facilitates |r_13pector to
manage inspected object case by project.

File View Devices Tools Help

’ Pmiedl l‘m Capture

N Repnfl’

Captured Video List
Video Name Date Created Video Length Captured Case Size Drive: (D)
Video 1 240ct-2010 1:36:30 ... 0 RS

| W used: 32768
Free: 116.4G8]

Captured Snapshot Case(s)

L

00014599

00014238 00014343

u
RLuCECUEE 00:02:10

w Tips: To start capture, select capture device first

000147.14 000148.07

000149.48 == 000149.98 00015049 ) 000151.68

One-Click Report Automation

Report generation is simply one-click on any
inspected project. Plus, specifically design report |
template according to Welding Industry Standard,
VPI inspection software is designed to fulfill all
welding inspection reporting requirement. Report For

9 Standard 9 x 9 Tiles Report T.w ™
9 Borescope Inspection Report :
1 Welding Inspection Report
1 MSWord™ File Format
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